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the Heater Treater® - Commercial
• For Multiple Heater Applications

• Units from 50 to 150 GPM

• 304L Stainless Steel Housings

• Buna N (FDA Grade) Gaskets

• Poly-Coat Finish

• Flows in Either Direction

• Drain Adapters Included

• Minimal Maintenance Required

• 3 Year Warranty

• Assembled in the USA

Water treatment is vital for maintaining and 
extending the life of water heating devices. “the 
Heater Treater®” is the simple, low cost solution 
for protecting all water heating devices from the 
effects of hard water scaling. 

HOW IT WORKS
“the Heater Treater®” is installed on the feed water line just prior to the water heating device. As the 
water passes through the filter cartridges, the treatment media uniquely located in the interior of the 
filter, slowly dissolves into the water supply providing scale protection to the heater in several ways. 

FIRST: The treatment media interferes with the ability of the calcium and magnesium to crystallize or 
become scale when heated. This by itself is a very effective scale prevention process. 

SECOND: It lays down a thin protective coating on the interior of the heater (most importantly the 
heat exchanger) that does not allow any scale that might be created from adhering to the interior of 
the heater. 

LASTLY: The 5 micron filter provides added protection from rust, sediment, or debris that could 
affect the operation of the heater. 

COMMERCIAL

If you install, service or sell tankless
water heaters...
the Heater Treater®

“Low cost hard water scale protection for all tankless water heaters”
Economical enough to include on every tankless water heater installation

Filters tested and certified by NSF 
International to NSF/ANSI Standard 42 for 
material requirements only.

Filter Housings Tested and certified by NSF 
International to NSF/ANSI Standard 42 for 
material and structural integrity requirements.

Distributed By:

Treatment Media is Siliphos II a Product of
BK Giulini tested and certified to NSF/ANSI
Standard 60 for Drinking Water Treatment
Chemicals.
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A) The appropriate amount
of treatment media combined
with the location and flow rate
introduces the correct dosage
for effective scale prevention
throughout the life span of the
cartridge.

B) The location of the treatment
media is very important.
Unobstructed areas on both ends
of the filter allow for increased
water flow, the life of the media
is extended and less media is
required. This lowers the cost and
gives the filter cartridge a longer
effective life span.

C) We have our own clips
designed specifically for the
filters we use. These clips hold
the treatment media firmly in
place without the use of a foreign
substance, such as glue.
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Our Treatment Process is What Separates 
the Treater from the Competition
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SPECIFICATIONS

COMPLETE 
SYSTEM*

REPLACEMENT
CARTRIDGES

MAX. FLOW 
CAPACITY A B C D E

3” 10 ¼” 12”
30 ⅞” 7” 3” 10 ¼” 12”

FAL-THT-SS-HFC-150

FAL-THT-SS-HFC50RFK

150 GPM 40 ⅞” 7” 3” 10 ¼” 12”

FAL-PM-THT-COMM

COMMERCIAL

If you install, service or sell tankless
water heaters...
the Heater Treater®

“Low cost hard water scale protection for all tankless water heaters”
Economical enough to include on every tankless water heater installation

Filters tested and certified by NSF 
International to NSF/ANSI Standard 42 for 
material requirements only.

Filter Housings Tested and certified by NSF 
International to NSF/ANSI Standard 42 for 
material and structural integrity requirements.

Distributed By:

Treatment Media is Siliphos II a Product of
BK Giulini tested and certified to NSF/ANSI
Standard 60 for Drinking Water Treatment
Chemicals.
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A) The appropriate amount
of treatment media combined
with the location and flow rate
introduces the correct dosage
for effective scale prevention
throughout the life span of the
cartridge.

B) The location of the treatment
media is very important.
Unobstructed areas on both ends
of the filter allow for increased
water flow, the life of the media
is extended and less media is
required. This lowers the cost and
gives the filter cartridge a longer
effective life span.

C) We have our own clips
designed specifically for the
filters we use. These clips hold
the treatment media firmly in
place without the use of a foreign
substance, such as glue.
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Our Treatment Process is What Separates 
the Treater from the Competition

Custom Options Available Upon Request 

SYSTEM OPERATING

Maximum Pressure: 75 psi
Drain Ports: ½” FNPT Maximum Temperature: 80° F
Vent Ports: ¼” FNPT Maximum Flow Rate: Depends on System

Customization
Housings may be customized to meet your precise requirements. Contact Shelco’s technical support staff or your distributor for 
more information.

Ordering Guide (Example: 4FOS3SB-316-226-2MNPT-ML-B)

Shelco Filters
100 Bradley Street
Middletown, CT 06457 USA
Tel: 800-543-5843 / Fax: 860-854-6120 / E-mail: info@shelco.com
MicroSentry™, MicroVantage™, Shelco Filters® and the Shelco logo are registered trademarks of the Tinny Corporation.  Shelco Filters is a division of the Tinny Corporation. 

Bulletin: 4FOS.12.01    © Shelco Filters 2012 Manufacturer reserves the right to make changes without notice.

Dimensions

7"

3"

2 1/2"

1 1/8"

10 1/4"
± 1/4"

12"
± 1/4"

120º"

MOUNTING TABS (3) 120º APART
WITH 7/16" DIA. HOLES ON A 
11 1/16" B.C.

1/2" DRAINS

MOUNTING LEGS* (3) 120º 
APART WITH 9/16" DIA. HOLES 
ON A 11 1/8" B.C.
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1 1/8"

2 1/2"

3"

A

B C

D

A

B
C

E

+ Housings will accept cartridge lengths: 10" = (9 3/4" or 10"), 20" = (19 1/2" or 20"), 30" = (29 1/4" or 30") and 40" = (39" or 40")
* Based upon 7 gpm per 10" length with a 25 micron wound cartridge at 2 PSID clean and viscosity of 1 cps.  Flow rates are for guidelines only, 

Actual flow rates are based on fluid, viscosity, cartridge type, micron ratings and other factors. 

4FOS  3 SB - 316 - 226 - 2 MNPT - ML - B
MODEL LENGTH OF CLOSURE MATERIAL CARTRIDGE CONNECTION CONNECTION OPTIONS GASKET

CARTRIDGES STYLE CONFIGURATION SIZE TYPE

1 = 1 High
2 = 2 High
3 = 3 High
4 = 4 High

4FOS
5FOS

304 = 304L
316 = 316L

Blank=DOE  
Cartridges 
(Standard)

222 = 222 Fin/Flat 
Style 
Cartridges

226 =   226 Fin/Flat 
Style 
Cartridges

2 (standard)
1.5

MNPT = Male Pipe 
Thread
(Standard)

FNPT =  Female 
Couplings +

BSPT =   BSP Tapered +
BSPP = BSP Parallel +
F =  Flange
TC =  Ferrules
GF = Grooved  

Fittings

B =  Buna N 
(Standard)

E =   EPR
S =   Silicone
V =   Viton
TS = Teflon 

Encapsulated        
Silicone

TABS =    Mounting Tabs 
ML =        Mounting Legs
OL =         Heavy Duty Legs
GP =         Gauge Ports
GPA =      Gauge ports with 

Gauges
EP =         Electropolished
GB =        Glass Bead
P=            Passivate 

C = Clamp 
SB = Swing Bolt

MODEL QUANTITY
(LENGTH) OF
CARTRIDGES

+

RATED 
FLOW 

CAPACITY*  
GPM(LPM)

MAXIMUM 
DIAMETER 
CARTRIDGE

CLAMP 
STYLE

SWING BOLT 
STYLE

A A B C D E

4FOS1/5FOS1 4/5 (10") 28 (106) / 35 (132) 2 3/4" 20 7/8" (53.0 cm) 22 1/4" (56.3 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

4FOS2/5FOS2 4/5  (20") 56 (212) / 70 (265) 2 3/4" 30 7/8" (78.4 cm) 32 1/4" (81.9 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

4FOS3//5FOS3 4/5  (30") 84 (318) / 105 (397) 2 3/4" 40 7/8" (103.8 cm) 42 1/4" (107.3 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

4FOS4/5FOS4 4/5  (40") 112 (424) / 140 (530) 2 3/4" 50 7/8" (129.2 cm) 52 1/4" (132.7 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

+ Available only in 2" connection size

Customization
Housings may be customized to meet your precise requirements. Contact Shelco’s technical support staff or your distributor for 
more information.

Ordering Guide (Example: 4FOS3SB-316-226-2MNPT-ML-B)

Shelco Filters
100 Bradley Street
Middletown, CT 06457 USA
Tel: 800-543-5843 / Fax: 860-854-6120 / E-mail: info@shelco.com
MicroSentry™, MicroVantage™, Shelco Filters® and the Shelco logo are registered trademarks of the Tinny Corporation.  Shelco Filters is a division of the Tinny Corporation. 

Bulletin: 4FOS.12.01    © Shelco Filters 2012 Manufacturer reserves the right to make changes without notice.

Dimensions
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120º"

MOUNTING TABS (3) 120º APART
WITH 7/16" DIA. HOLES ON A
11 1/16" B.C.

1/2" DRAINS

MOUNTING LEGS* (3) 120º 
APART WITH 9/16" DIA. HOLES 
ON A 11 1/8" B.C.
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+ Housings will accept cartridge lengths: 10" = (9 3/4" or 10"), 20" = (19 1/2" or 20"), 30" = (29 1/4" or 30") and 40" = (39" or 40")
* Based upon 7 gpm per 10" length with a 25 micron wound cartridge at 2 PSID clean and viscosity of 1 cps.  Flow rates are for guidelines only, 

Actual flow rates are based on fluid, viscosity, cartridge type, micron ratings and other factors. 

4FOS  3 SB - 316 - 226 - 2 MNPT - ML - B
MODEL LENGTH OF CLOSURE MATERIAL CARTRIDGE CONNECTION CONNECTION OPTIONS GASKET

CARTRIDGES STYLE CONFIGURATION SIZE TYPE

1 = 1 High
2 = 2 High
3 = 3 High
4 = 4 High

4FOS
5FOS

304 = 304L
316 = 316L

Blank=DOE  
Cartridges 
(Standard)

222 = 222 Fin/Flat 
Style 
Cartridges

226 =   226 Fin/Flat 
Style 
Cartridges

2 (standard)
1.5

MNPT = Male Pipe 
Thread
(Standard)

FNPT =  Female 
Couplings +

BSPT =   BSP Tapered +
BSPP = BSP Parallel +
F =  Flange
TC =  Ferrules
GF = Grooved  

Fittings

B =  Buna N 
(Standard)

E =   EPR
S =   Silicone
V =   Viton
TS = Teflon 

Encapsulated        
Silicone

TABS =    Mounting Tabs 
ML =        Mounting Legs
OL =         Heavy Duty Legs
GP =         Gauge Ports
GPA =      Gauge ports with 

Gauges
EP =         Electropolished
GB =        Glass Bead
P=            Passivate 

C = Clamp 
SB = Swing Bolt

MODEL QUANTITY
(LENGTH) OF
CARTRIDGES

+

RATED 
FLOW 

CAPACITY*  
GPM(LPM)

MAXIMUM 
DIAMETER 
CARTRIDGE

CLAMP 
STYLE

SWING BOLT 
STYLE

A A B C D E

4FOS1/5FOS1 4/5 (10") 28 (106) / 35 (132) 2 3/4" 20 7/8" (53.0 cm) 22 1/4" (56.3 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

4FOS2/5FOS2 4/5  (20") 56 (212) / 70 (265) 2 3/4" 30 7/8" (78.4 cm) 32 1/4" (81.9 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

4FOS3//5FOS3 4/5  (30") 84 (318) / 105 (397) 2 3/4" 40 7/8" (103.8 cm) 42 1/4" (107.3 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

4FOS4/5FOS4 4/5  (40") 112 (424) / 140 (530) 2 3/4" 50 7/8" (129.2 cm) 52 1/4" (132.7 cm) 7" (17.8 cm) 3" (7.6 cm) 10 1/4" (26.0 cm) 12" (30.46 cm)

+ Available only in 2" connection size

* Mounting Legs Optional

*Cartridges Included
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FAL-THT-SS-HFC-50
FAL-THT-SS-HFC-100

FAL-THT-SS-HFC150RFK

FAL-THT-SS-HFC100RFK

50 GPM
100 GPM

20 ⅞” 7”

Inlet/Outlet: 2" MNPT




